
M EASU REM EN T TASK

Th e ch em i ca l i n d u stry presen ts a wi d e ra n ge of d em a n d i n g flow a ppli ca ti on s a n d

th erefore m a n y opportu n i ti es for th e i n sta lla ti on a n d i m plem en ta ti on of th e Ka t-

ron i c cla m p-on flowm eters. Owi n g to th e con ti n u ou s prod u cti on processes opera t-

i n g i n th e ch em i ca l i n d u stry i n sta lla ti on of i n va si ve d evi ce ca n on ly be ca rri ed ou t

d u ri n g rou ti n e sh u td own peri od s wh i ch d o n ot n ecessa ri ly coi n ci d e wi th th e speci f-

i c m om en t wh en m a i n ta i n a n ce i s a ctu a lly req u i red .

Ad d i ti on a lly, th e poten ti a lly h a za rd ou s or toxi c n a tu re of th e flu i d s wi th i n th e

pi peli n es m a ke fi tti n g a n y ki n d of i n -l i n e i n stru m en ta ti on com pli ca ted , ti m e-con -

su m i n g a n d expen si ve. I n con tra st, th e Ka tron i c flowm eters ca n be ea si ly retrofi tted

to m ost a ppli ca ti on s rega rd less of li q u i d pi pe m a teri a l or ATEX restri cti on s.

SOLU TI ON

An exa m ple of th e ben efi ts a n d versa ti l i ty of th e KATflow m eters ca n be seen

th rou gh th e work com pleted by Ka tron i c's pa rtn er i n BeN eLu x U -F-M (U ltra son i c

Flow M a n a gem en t) . Th ey were con ta cted by a n i n tern a ti on a l ch em i ca l com pa n y

AKZO N obel to con d u ct m ea su rem en ts on som e a ppli ca ti on s wh ere th ey wa n ted

to con si d er wh eth er a cla m p-on flowm eter cou ld be a ben efi t. Th e loca ti on s

ch osen were on pi peli n es wh ere th e cu stom er kn ew th a t th e process cou ld n ot be

i n terru pted a n d a lso wh ere th ere wou ld h a ve been poten ti a l com pli ca ti on s i n u s-

i n g i n va si ve tech n ology.

On e pa rti cu la rly tryi n g system wa s a la rge fi bergla ss pi pe wh ere th e wa ter flowi n g

th rou gh i t wa s con ta m i n a ted wi th soli d con ten t. AKZO h a d a ttem pted to m ea su re

previ ou sly th ere wi th ou t su ccess wh i ch ga ve U -F-M th e opportu n i ty to prove th e

perform a n ce of th e KATflow 230 flowm eter. I n spi te of th e d i ffi cu lt con d i ti on s th e

flowm eter sh owed a level of a ccu ra cy a n d repea ta bi l i ty th a t both su rpri sed a n d i m -

pressed th e cu stom er.

ADVAN TAG ES

• Ea sy, q u i ck a n d cost-effecti ve i n sta lla ti on on exi sti n g pi peli n es

• ATEX certi fi ed flowm eters for u se i n Zon e 1 h a za rd ou s a rea s

• M ea su rem en t i n d epen d en t of pressu re

• La rge tem pera tu re ra n ge (u p to 400 °C)

• M ea su rem en t of con d en sa te a n d oth er n on -con d u cti ve li q u i d s

• M a i n ten a n ce free, very low M TBR (m ea n ti m e between repa i rs)

SPECI FI CATI ON S

I n sta lla ti on type Porta ble

M ed i u m Wa ter

Pi pe m a teri a ls Fi bergla ss

Pi pe d i a m eters 950 m m

Tem pera tu re Am bi en t

Speci a l req u i re-
m en ts

Li q u i d con ta m i n a ted wi th soli d
pa rti cles a n d cu stom er h a d
su ffered previ ou s m ea su rem en t
fa i lu res

KATflow 230 a n d K0 tra n sd u cers i n sta lled on la rge
fi bergla ss pi pe

APPLI CATI ON

Cla m p-on u ltra son i c flowm eter KATflow 230 wi th
tra n sport ca se

I N STRU M EN T SOLU TI ON
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