
KATflow 200
Quick Start Manual

KATflow 100 KATflow 150 KATflow 170

Model type Fi xed i n sta lla ti on Fi xed i n sta lla ti on Fi xed i n sta lla ti on

Pipe diameter range 10 . . . 3,000 m m 10 . . . 6,500 m m 10 . . . 3,000 m m

Temperature range
- 30 … +80 °C
(-22 . . . +176 °F)

- 30 . . . +250 °C
(-22 . . . +482 °F)

- 50 . . . +115 °C
(-58 . . . +239 °F)

Measurement channels 1 1 or 21) 1 or 21)

Flow velocity range 0.01 … 25 m /s 0.01 . . . 25 m /s 0.01 . . . 25 m /s

Accuracy range 0.25 . . . 25 m /s 0.25 . . . 25 m /s 0.25 . . . 25 m /s

Weight 750 g 2.3 kg 4.0 kg

Battery life n /a n /a n /a

Power supply
100 . . . 240 V AC or
9 . . . 36 V DC

100 … 240 V AC or
9 … 36 V DC

100 . . . 240 V AC or
9 . . . 36 V DC

Display
LCD gra ph i c d i spla y,
128 x 64 d ots, ba ckli t

LCD gra ph i c d i spla y,
128 x 64 d ots, ba ckli t

LCD gra ph i c d i spla y,
128 x 64 d ots, ba ckli t

Process inputs
PT100 tem pera tu re3) ,
0/4 . . . 20 m A

PT100 tem pera tu re3) ,
0/4 . . . 20 m A

PT100 tem pera tu re3) ,
0/4 . . . 20 m A

Process outputs

0/4 ... 20 mA, pulse (OC),
digital relay, frequency,
voltage, HART* compatible

0/4 ... 20 mA, pulse (OC),
digital relay, frequency,
voltage, HART* compatible

0/4 ... 20 mA, pulse (OC),
digital relay, frequency,
voltage, HART* compatible

Communication RS 232, U SB, RS 485,
M od bu s RTU

RS 232, U SB, RS 485,
M od bu s RTU , Profi bu s PA

RS 232, U SB, RS 485,
M od bu s RTU , Profi bu s PA

Internal data logger Yes Yes Yes

Wall thickness gauge n /a n /a n /a

Energy metering Yes4) Yes4) Yes4)

Ex-approved version n /a Yes Yes

1) For si m u lta n eou s m ea su rem en t on two sepa ra te pi pes or for m ea su rem en t on on e si n gle pi pe i n a two-pa th sen sor m ou n ti n g con fi gu ra ti on .

2) For ch a rgi n g of i n tern a l ba tteri es a n d su pply of flowm eter wi th power wh en con n ected to m a i n s electri ci ty socket (100 … 240 V AC i n pu t) .

3) + 4) For con ta ctless m ea su rem en t of th erm a l en ergy con su m pti on . Di spla ya ble u n i ts: W, kW, M W, J , kJ , M J , BTU (on req u est) .

* H ART® i s a regi stered tra d em a rk of th e HARTCommunication Foundation

Unit

Accuracy of volume flow ±1 ... 3 % of measu red valu e
±0.5 % process calibrated

±1 ... 3 % of measu red valu e
±0.5 % process calibrated

±1 ... 3 % of measured value
±0.5 % process calibrated
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N o

KATflow 200 KATflow 210

Porta ble Porta ble

10 . . . 6,500 m m 50 . . . 2,500 m m

- 30 . . . +250 °C
(-22 . . . +482 °F)

- 30 . . . +130 °C
(-22 . . . +266 °F)

1 1 or 2

0.01 . . . 25 m /s 0.01 . . . 25 m /s

0.25 . . . 25 m /s 0.25 . . . 25 m /s

650 g 6.0 kg

U p to 24 h U p to 100 d a ys wi th 3 Cells

100 . . . 240 V AC
(m a i n s socket) 2)

100 . . . 240 V AC
(m a i n s socket) 2)

LCD gra ph i c d i spla y,
128 x 64 d ots, ba ckli t

LCD gra ph i c d i spla y,
128 x 64 d ots, ba ckli t

0/4 . . . 20 m A

N o
0/4 . . . 20 m A, pu lse (OC) ,
d i gi ta l rela y

RS 232, U SB U SB

Yes Yes

Yes Yes

n /a n /a

n /a n /a

±1 ... 3 % of measured value
±0.5 % process calibrated

±1 . . . 3 % of m ea su red va lu e
±0.5 % process ca li bra ted

KATflow 230

Porta ble

10 . . . 6,500 m m

- 30 . . . +250 °C
(-22 . . . +482 °F)

1 or 2

0.01 . . . 25 m /s

0.25 . . . 25 m /s

2.0 kg

U p to 24 h

100 . . . 240 V AC
(m a i n s socket) 2)

LCD gra ph i c d i spla y,
128 x 64 d ots, ba ckli t

PT100 tem pera tu re3) ,
0/4 . . . 20 m A

0/4 . . . 20 m A, pu lse (OC) ,
d i gi ta l rela y

RS 232, U SB

Yes

Yes

Yes4)

n /a

±1 . . . 3 % of m ea su red va lu e
±0.5 % process ca li bra ted

Model type

Pipe diameter range

Temperature range

Measurement channels

Flow velocity range

Accuracy range

Weight

Battery life

Power supply

Display

Process inputs

Process outputs

Communication

Internal data logger

Wall thickness gauge

Energy metering

Ex-approved version

1) For si m u lta n eou s m ea su rem en t on two sepa ra te pi pes or for m ea su rem en t on on e si n gle pi pe i n a two-pa th sen sor m ou n ti n g con fi gu ra ti on .

2) For ch a rgi n g of i n tern a l ba tteri es a n d su pply of flowm eter wi th power wh en con n ected to m a i n s electri ci ty socket (100 … 240 V AC i n pu t) .

3) + 4) For con ta ctless m ea su rem en t of th erm a l en ergy con su m pti on . Di spla ya ble u n i ts: W, kW, M W, J , kJ , M J , BTU (on req u est) .

* H ART® i s a regi stered tra d em a rk of th e HARTCommunication Foundation

Accuracy of volume flow
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